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LIMITS OF CLEARING - ITEM 201.06

VARIES VARIES
ITEMS 3° 610.1402, ¢ TRAIL ITENS 3* 610.1402,
£10.1601, 209.1003 £10.1601, 209.1003
(SEE NOTE 2, 209.1001 ! (SEE NOTE 2, 209.1001
SEE NOTE 7) | SEE NOTE
2-0" 10-0" TRALL 2-0"
SHOULDER | SHOULDER
| STRAIGHT TACK
| CoaT, ITEM 407.0103
i (SEE 'NOTE 4)
\
L TOL. <
6 1%_SLOPE \ (1 e

6" - UNDERCUT, A.0.B.E., ITEM 203.02
EMBANKMENT-IN-PLACE, ITEM 203.03
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v ¥ PR

SCALE: '3 = 1"

LIMITS OF CLEARING - ITEM 201.06

PAVEMENT SAFETY EDGE
SEE DETAIL THIS SHEET

n

1 1/2" TRAIL TOP COURSE, ITEM 608.020102 (SEE NOTE 5)
1 1/2" TRAIL BASE COURSE. ITEM 608.020102 (SEE NOTE 6)
6" SUBBASE COURSE (MQOD.), ITEM 304.11----08
ITEM 207.24 - 15’ WIDE ROLL GEOTEXTILE STABILIZATION

TYPICAL TRAIL SECTION - FILL

EXISTING

VARIES - SEE PLANS

[TEMS 3" 610.1402, 610.1601,
209.1801 (SEE NOTE 5),
209.1003 (SEE NOTE 6)

EXISTING GRADEZ

¢ TRAIL
|
‘ VARIES
| T TS
2-0" 10'-0" TRAIL 20 209.1003 (SEE NOTE 6)
SHOULDER ‘ SHOULDER
COAT ITEM 407.0103 | f’:
AT, M .01
SR 1 oo g ey o
|
|
C TG L4 ROUND 4° V.C. (TYP.I
T 7T T I SLOPE "/ / 146
= r— - — 2 OR
T _SAVE RS PAVEWENT  B% RS

UNCLASSIFIED EXCAVATION,
ITEM 203.02

1_1/2" TRAIL TOP COURSE,
ITEM 608.020102 ISEE NOTE 5)

PROPOSED GRADE

ITEM 209.20120010

ROUND 12" V.C.
(TYP.)

SAFETY EDGE MUST BE MACHINE
FORMED DURING THE ASPHALT
PLACEMENT PROCESS BY USE
OF AN ADAPTER TO THE PAVING
SCREED. RAKED IN EDGES
WILL NOT BE ACCEPTED.

AFETY

TA
N.T.S.

35 DEG MAXIMUM
SAFETY EDGE

PROPOSED PAVEMENT
SECTION

PAYMENT LINES
ITEMS 206.0201, 207.22,
AND 605.1001 (SEE NOTE 1)

TRIM EXCESS (TYP.) \

1-0"

[
5 [—
® |
UNDERDRAIN PIPE :
2" Din, ITEM 605.1502 — |
FRENCH DRAIN DETAIL
N.T.S.
NOTES
1. TACK COAT SHALL BE PLACED BETWEEN ALL LIFTS
OF ASPHALT.

2.1 1/2 " TRAIL TOP COURSE SHALL BE 9.5 MIX AS
SPECIFIED IN TABLE 608-1 OR THE NYSDOT
STANDARD SPECIFICATIONS.

3.1 172 " TRAIL BINDER COURSE SHALL BE 19.0 MIX
AS SPECIFIED IN TABLE 608-1 OR THE NYSDOT
STANDARD SPECIFICATIONS.

4. ALL AREAS SHALL BE CLEAN, FREE OF DEBRIS,
AND LOOSE MATERIAL PRIOR TO APPLICATION OF
TACK COAT AND/OR ANY ASPHALT MATERIALS.

5. ITEM 209.1801 SHALL BE BIO NET S 150 OR SIMILAR,
1007 BIODEGRADABLE RECP PRODUCT. RECP SHALL BE

INSTALLED IN ACCORDANCE WITH ALL NOTES AND

NO.|DATE| BY |REVISION

Bartop .
&Joguidice

UNAUTHORIZED ALTERATION OR ADDITION TO THIS
DRAWING IS A VIOLATION OF THE NEW YORK STATE

EDUCATION LAW ARTICLE 145 SECTION 7209

X\ - DETAILS SHOWN ON DWG, ESCD-2.
1 1/2" TRAIL BINDER COURSE,
ITEM 608.020102 ISEE NOTE 6) EXISTING GROUND 6 M 208 L B N LAED N, o2 DAYS
[T
6" SUBBASE COURSE (MOD.. PARTICULAR AREA OR PRIOR TO A RAIN EVENT. s
ITEM 304.11----08 o |2e
< | Sw
ElRalels
TYPICAL TRAIL SECTION - CUT s 23| 3 2
SCALE: 7' = 1/ = §§. o E
V|
. [&] .
PREPARED BY: BARTON & LOGUIDICE.DP.C. | ITEM NO. DESCRIPTION UNITS | ITEM NO. DESCRIPTION unts | 8 |2-| 2| 2
- ~ -
201.06 | CLEARING AND GRUBBING LS 607.96000001 | WOOD RAIL FENCE LF 8|23
203.02 UNCLASSIFIED EXCAVATION AND DISPOSAL cyY 608.020102 | HOT MIX ASPHALT (HMA) SIDEWALKS, DRIVEWAYS, TON = S2
203.03 | EMBANKMENT IN PLACE cY BICYCLE PATHS, AND VEGETATION CONTROL STRIPS =
20351390006 | ESTABILISHING NEW DITCHES AND SLOPES cy 610.1402 | TOPSOIL - ROADSIDE cY S
206.0201 | TRENCH AND CULVERT EXCAVATION cY 610.1601 | TURF ESTABLISHMENT - ROADSIDE SY
207.22 | GEOTEXTILE DRAINAGE SY
209.1003 | TEMPORARY SEED AND MULCH SY
209.1801 | ROLLED EROSION CONTROL PRODUCT, CLASS 1 TYPE C, SHORT TERM SY TYPICAL SECTIONS
209.20120010 | BIO-FIBER ROLLS LF
304.11----08 | SUBBASE COURSE (MOD.) cY
407.0103 STRAIGHT TACK COAT GAL SCALE: AS SHOWN
605.1001 | UNDERDRAIN FILTER TYPE 2 cY DATE ISSUED: 12/2018
605.1502 | PERFORATED CORRUGATED POLYETHYLENE UNDERDRAIN PIPE, 4" DIAMETER LF DRAWINGTS1
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JEFINITION

THE WORDS "SHALL", "SHOULD", AND "MAY", AS USED IN THE CONTRACT DOCUMENTS, HAVE
THE FOLLOWING MEANINGS:

SHALL

SHOULD

- A MANDATORY CONDITION. IN THE DESIGN, APPLICATION, OR LOCATION OF
DEVICES, REQUIREMENTS HAVING “SHALL" STIPULATIONS ARE MANDATORY.
NO DISCRETION IN FOLLOWING THEM IS ALLOWED.

- AN ADVISORY CONDITION. WHERE “"SHOULD" IS USED IN RELATION TO A
PROVISION, THAT PROVISION IS RECOMMENDED, AND NORMALLY IS T0 BE
FOLLOWED, BUT IS NOT MANDATORY. DEVIATION FROM SUCH PROVISIONS IS
PERMISSIBLE IF, AND TO THE EXTENT THERE IS JUSTIFIABLE CAUSE TO DO SO.

MAY - A PERMISSIVE CONDITION. NO REQUIREMENTS FOR DESIGN OR APPLICATION IS

INTENDED.

DRAINAGE FACILITIES

1.

THE CONTRACTOR SHALL BECOME FAMILIARIZED WITH DRAINAGE CHARACTERISTICS OF
THE AREA SO THAT HE MAY PROGRESS HIS WORK EFFICIENTLY WITH FULL KNOWLEDGE
OF THE POTENTIAL DRAINAGE ISSUES.

SURVEY

1

. THE CONTRACTOR SHALL PROVIDE SURVEY AND STAKEOUT, AS REQUIRED, AND IN

ACCORDANCE WITH SECTION 625 OF THE STANDARD SPECIFICATIONS. COST FOR THIS
WORK SHALL BE INCLUDED UNDER ITEM 625.01 - SURVEY OPERATIONS.

2. SEE DWG. HC-1 FOR BENCHMARK LOCATIONS AND INFORMATION.

RESTORING DISTURBED AREAS

1. THE_CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO A CONDITION APPROVED

BY THE ENGINEER.

2. THE RESTORATION OF DISTURBED AREAS SHALL BE ACCOMPLISHED AS SPECIFIED UNDER SECTIONS

107-10 AND 107-11 OF THE STANDARD SPECIFICATIONS AND APPLICABLE ADDENDUMS.

UTILITIES

1.

2

w

S

LOCATION OF UTILITIES, PUBLIC AND/OR PRIVATE, INDICATED AS EXISTING AND/OR TO BE
CONSTRUCTED AS SHOWN ON THE PLANS ARE APPROXIMATE ONLY. THEIR EXACT LOCATION

SHALL BE DETERMINED IN THE FIELD. ADDITIONAL UTILITY LINES, WHETHER ABANDONED OR

IN SERVICE, MAY EXIST AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO CONDUCT

HIS OPERATIONS AND TAKE THE NECESSARY PRECAUTIONS TO PREVENT INTERFERENCE WITH

OR DAMAGE TO THESE OR OTHER FACILITIES DURING THE COURSE OF CONSTRUCTION. IN THE
EVENT THE CONTRACTOR DAMAGES AN EXISTING UTILITY SERVICE CAUSING AN INTERRUPTION

IN SAID SERVICE, HE SHALL IMMEDIATELY COMMENCE WORK TO RESTORE SERVICE IN COORDINATION
WITH THE OWNER OF THE UTILITY AFFECTED, AND MAY NOT CEASE HIS WORK OPERATION UNTIL
SERVICE 1S RESTORED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UTILITIES ENCOUNTERED
IN THE WORK COMPLETED UNDER THIS CONTRACT. WHERE NECESSARY, THE CONTRACTOR SHALL
fr’R(EJ\SI{EDE T'fllhf?ll’_gs. PLANK OR OTHER APPROVED MATERIALS AND SECURELY BRACE AND PROTECT

H UTIL .

. DURING NECESSARY UTILITY RELOCATION WORK, THE CONTRACTOR SHALL COOPERATE IN EVERY

WAY WITH THE UTILITY OWNER, AND SHALL SCHEDULE WORK IN SUCH A WAY AS TO COMPLY WITH
SHUT DOWN TIMES AND ANY OTHER REQUIREMENTS OF THE UTILITY OWNER. NO ADDITIONAL
PAYMENT SHALL BE MADE FOR ANY COST INCURRED DUE TO COMPLYING WITH UTILITY OWNER'S
REQUIREMENTS. SUCH COSTS SHALL BE INCLUDED IN THE PRICE BID FOR VARIOUS ITEMS IN
THE CONTRACT.

THE QUALITY OF UNDERGROUND UTILITY FACILITY INFORMATION SHOWN ON THE PLANS IS QUALITY
LEVEL C. QUALITY LEVEL C IS THE THIRD HIGHEST DEGREE OF ACCURACY. THE INFORMATION SHOWN
ON THE PLANS HAS BEEN OBTAINED BY SURVEYING AND PLOTTING VISIBLE ABOVE-GROUND UTILITY
FEATURES AND BY USING PROFESSIONAL JUDGEMENT IN CORRELATING THIS INFORMATION TO QUALITY
LEVEL C INFORMATION.

CLEARING AND GRUBBING NOTES:

1.

WORK UNDER ITEM 201.06, CLEARING AND GRUBBING, SHALL INCLUDE, BUT NOT LIMITED
TO CLEARING OF TREES, GRUBBING STUMPS AND UNDERSTORY VEGETATION.

PREPARED BY: BARTON & LOGUIDICE, D.P.C.
ON:

ENVIRONMENTAL NOTES:

1.

DURING REMOVAL OPERATIONS, THE CONTRACTOR SHALL NOT BE ALLOWED TD DROP WASTE
CONCRETE, DEBRIS, AND OTHER MATERIAL IN ANY WATERWAY, CHANNEL OR SIDE POOL EXCEPT
NHERE THE PLANS SPECIFICALLY PERMIT THE DROPPING OF MATERIAL. PLATFORNS, NETS,
SCREENS, OR OTHER PROTECTIVE DEVICES SHALL BE USED TO CATCH THE MATERIAL. IF THE
ENGINEER DETERMINES THAT ADEQUATE PROTECTIVE DEVICES ARE NOT BEING EMPLOYED, THE
NORK SHALL BE SUSPENDED UNTIL ADEQUATE PROTECTION IS PROVIDED.

. THERE ARE NO LOCATIONS WITHIN THE PROJECT LIMITS FOR THE DISPOSAL OF CONSTRUCTION

DEBRIS OR SPOILS.

. ALL NECESSARY PRECAUTIONS SHALL BE TAKEN TO PREVENT THE ENTRANCE OF FRESH

CONCRETE INTO THE WATERS OF NEN YORK STATE. EQUIPMENT, TOOLS, AND TRUCKS USED IN
THIS PROJECT SHALL BE CLEANED IN SUCH A MANNER AS TO PREVENT WASH WATER
FROM ENTERING ANY WATER BQDY. WET CONCRETE 1S HIGHLY TOXIC TO FISH.

. SPILLAGE OF OIL AND HAZARDOUS SUBSTANCES IS ESPECIALLY PROHIBITED BY SECTION 311

OF THE CLEAN WATER ACT OF 1977. MEASURES INCLUDING PROPER MAINTENANCE OF
CONSTRUCTION EQUIPMENT, DESIGNATING FUEL/HAZARDOUS SUBSTANCES, HANDLING AREAS TO
ALLOW SPILLS TO BE CONTAINED BEFORE REACHING THE WATERWAY, INSTRUCTING PERSONNEL
NOT TO DISPOSE OF OIL AND OTHER SUCH MATERIALS INTO DRAINS OR INTO THE WATERWAY
DIRECTLY, AND OTHER NECESSARY PROCEDURES SHALL BE IMPLEMENTED PRIOR TO ANY
CONSTRUCTION ACTIVITIES. IF, IN SPITE OF SUCH PLANNING, OIL/HAZARDOUS SUBSTANCES ARE
SPILLED INTQ A WATERCOURSE, IMMEDIATE NOTIFICATION SHALL BE GIVEN TO THE N.Y.S.
DEPARTMENT OF ENVIRONMENTAL CONSERVATION AT TELEPHONE NUMBER (518) 457-7362 AND
THE NATIONAL RESPONSE CENTER AT TELEPHONE NUMBER 1-800-424-8802.

A CONTAINMENT BOOM AND A SUPPLY OF HAY, STRAW, OR OTHER ABSORBENT SHOULD BE
RETAINED SO THAT IT MAY BE RAPIDLY DEPLOYED TO SOAK UP ANY POSSIBLE SPILLAGE.
PENDING ENVIRONMENTAL CONSERVATION AND/OR COAST GUARD ARRIVAL ON

THE SCENE, THE USE OF CHEMICAL DISPERSING AGENTS AND EMULSIFIERS IS

NOT AUTHORIZED WITHOUT PRIOR, SPECIFIC, FEDERAL, OR STATE APPROVAL.

. ANY MATERIAL ENTERING THE WATER, FOR ANY REASON WHATSOEVER, WHICH IS NOT PART OF

THE INTENDED WORK, SHALL BE REMOVED AND DISPOSED OF PROPERLY IN ACCORDANCE WITH
CURRENT REGULATIONS.

CONSTRUCTION NOTES:

1.

MATERIAL AND CONSTRUCTION SPECIFICATIONS: SUBMITTED IN ACCORDANCE WITH THE HIGHWAY

LAW AND THE STANDARD SPECIFICATIONS OFFICIALLY FINIALIZED AND ADOPTED ON JANUARY 1, 2019

AS POSTED ON THE DEPARTMENT'S WEBSITE.

. THE CONTRACTOR SHALL EXAMINE AND VERIFY IN THE FIELD ALL CONDITIONS AND DIMENSIONS.

IF FIELD CONDITIONS AND DIMENSIONS DIFFER FROM THOSE SHOWN ON THE PLANS, THE
CONTRACTOR SHALL USE THE FIELD CONDITIONS AND DIMENSIONS AND MAKE THE APPROPRIATE
CHANGES TO THOSE SHOWN ON THE PLANS AS APPROVED BY THE ENGINEER. THE RESULTS OF
THIS CHECK OF CONDITIONS AND DIMENSIONS SHALL BE SO NOTED ON THE DRAWINGS SUBMITTED
FOR APPROVAL. THERE SHALL BE NO CLAIM AGAINST THE OWNER MADE BY THE CONTRACTOR FOR
WORK PERTAINING TO MODIFICATIONS AS MAY BE REQUIRED DUE TO ANY DIFFERENCE BETWEEN
ACTUAL FIELD CONDITIONS AND THOSE SHOWN BY THE DETAILS AND DIMENSIONS ON THE
CONTRACT PLANS. THE CONTRACTOR WILL BE PAID AT THE UNIT BID PRICE FOR THE ACTUAL
QUANTITIES OF MATERIALS USED OR FOR THE WORK PERFORMED, AS INDICATED BY THE VARIOUS
ITEMS IN THE CONTRACT AND APPROVED CHANGES BY THE ENGINEER.

. THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR ALL DAMAGES TO THE EXISTING FACILITY

CAUSED BY HIS OPERATIONS WHICH IS NOT INCLUDED AS PART OF THE INTENDED WORK. ALL
DAMAGE TO THE EXISTING FACILITY WHICH 1S NOT PART OF THE INTENDED WORK SHALL BE
REPAIRED BY THE CONTRACTOR WITHOUT COST TO THE OWNER AND TO THE SATISFACTION
OF THE ENGINEER.

. THE CONTRACTOR SHALL EXERCISE CARE IN HIS REMOVAL OPERATIONS SO AS NOT TO UNDULY

DISTURB UNDERLYING MATERIALS WHICH ARE TO REMAIN IN PLACE. THE CONTRACTOR SHALL
PERFORM ALL WORK WITH CARE SO THAT ANY MATERIALS WHICH ARE TO REMAIN IN PLACE, OR
WHICH ARE TO REMAIN THE PROPERTY OF THE COUNTY OR STATE, WILL NOT BE DAMAGED. IF
THE CONTRACTOR DAMAGES ANY MATERIALS WHICH ARE TO REMAIN IN PLACE, OR WHICH ARE TO
REMAIN THE PROPERTY OF TOWN OR STATE, THE DAMAGED MATERIAL SHALL BE REPAIRED OR
REPLACED IN A MANNER SATISFACTORY TO THE ENGINEER AT THE EXPENSE OF THE CONTRACTOR.

. IT WILL BE THE CONTRACTOR'S OBLIGATION AND RESPONSIBILITY TO USE METHODS AND EQUIPMENT

WHI%HE WILL INSURE THE SATISFACTORY COMPLETION OF THE REQUIRED WORK WITH A MINIMUM
OF DELAY.

. THE CONTRACTOR IS ADVISED THAT ADDITIONAL “NOTES" WILL BE FOUND ON SUBSEQUENT SHEETS

OF THE CONTRACT PLANS AND SUCH "NQTES", WHILE PERTAINING TO THESE SPECIFIC SHEETS THEY
ARE PLACED ON, ALSO SUPPLEMENT THE GENERAL NOTES LISTED HEREIN.

. NO ADDITIONAL PAYMENT WILL BE MADE FOR WORK CALLED FOR BY NOTES ON THE PLANS OR

IN THE SPECIFICATIONS UNLESS PAYMENT IS SPECIFICALLY INDICATED BY ITEM NUMBER. THE
COST OF WORK FOR WHICH NO PAYMENT [TEM IS INDICATED, SHALL BE INCLUDED IN THE UNIT
PRICES BID FOR VARIOUS ITEMS OF THIS CONTRACT.

. CARE SHALL BE TAKEN TO RETAIN NATURAL GROWTH AND PREVENT DAMAGE TO TREES WITHIN

AND OUTSIDE THE LIMITS OF CONSTRUCTION, AND NOT SCHEDULED FOR REMOVAL.

. THE CONTRACTOR SHALL BE REQUIRED TO PROTECT HIS WORKERS AT ALL TIMES IN CONFORMANCE

WITH APPLICABLE OSHA REGULATIONS.

10. WHENEVER ITEMS IN THE CONTRACT REQUIRE MATERIALS TO BE REMOVED AND DISPOSED OF,

THE COST OF SUPPLYING A DISPOSAL AREA AND TRANSPORTATION TO THE AREA SHALL BE
INCLUDED IN THE UNIT PRICE BID FOR THOSE ITEMS. ALL DISPOSAL AREAS MUST BE APPROVED
BY THE ENGINEER PRIOR TO USE.

. THE CONTRACTOR IS RECOMMENDED TO VISIT THE SITE BEFORE BIDDING, TO FAMILIARIZE
HIMSELF WITH THE FIELD CONDITIONS AND TO JUDGE FOR THEMSELVES THE EXTENT AND
NATURE OF THE WORK TO BE DONE UNDER THIS CONTRACT. NO EXTRA COMPENSATION
WILL BE ALLOWED BECAUSE OF THEIR FAILURE TO INCLUDE IN THE BID ALL ITEMS AND
MATERIALS AND SPECIFIC OF EACH ITEM OR MATERIAL WHICH 1S REQUIRED TO BE
FURNISHED IN ACCORDANCE WITH THE CONTRACT DOCUMENTS.

AN

2.

RE RESTRICTION NOTES:;

. THERE SHALL BE NO TEMPORARY LANE CLOSURES ON ROADWAY FACILITIES OWNED AND/OR

MAINTAINED BY NYSDOT ON THE MAJOR HOLIDAYS LISTED BELOW.

EXCEPTIONS CAN ONLY BE MADE UNDER THE FOLLOWING CONDITIONS:

- EMERGENCY WORK

- WORK WITH LONG-TERM STATIONARY LANE CLOSURES

- SAFETY WORK THAT DOES NOT ADVERSELY IMPACT TRAFFIC MOBILITY AND HAS BEEN AUTHORIZED
BY THE OFFICE OF TRAFFIC SAFETY & MOBILITY AND THE OWNER.

CONSTRUCTION ACTIVITIES THAT WILL RESULT IN TEMPORARY LANE CLOSURES SHALL BE SUSPENDED
TO MINIMIZE TRAVEL DELAYS ASSOCIATED WITH ROAD WORK FOR MAJOR HOLIDAYS AS FOLLOWS:

2019

NEW YEARS DAY - TUESDAY, JANUARY 1 - BEGINNING 6:00AM MONDAY, DECEMBER

31 AND ENDING 6:00AM WEDNESDAY, JANUARY 2

SUNDAY, MAY 12 - BEGINNING 6:00AM SUNDAY, MAY Y12 AND
ENDING 6:00AM MONDAY, MAY 13

MONDAY, MAY 27 - BEGINNING 6:0! %DAY, MAY 24 AND
ENDING 6:00AM TUESDAY, Y 28

THURSDAY, JULY 4 - BEG|N 6:00AM WEDNESDAY, JULY 3
AND ENDING 6:0! DAY, JULY 5
MONDAY, SEPTEMBE - BEGINNING 6:00AM FRIDAY, AUGUST
30 Al NG 6:00AM TUESDAY, SEPTEMBER 3

ONDAY, OCTOBER 14 - BEGINNING 6:00AM FRIDAY, OCTOBER

ENDING 6:00AM TUESDAY, OCTOBER 15

URSDAY, NOVEMBER 28 - BEGINNING 6:00AM WEDNESDAY,
NOVEMBER 27 AND ENDING 6:00AM MONDAY, DECEMBER 1

WEDNESDAY, DECEMBER 25 - BEGINNING 6:00AM MONDAY,
DECEMBER 23 AND ENDING 6:00AM THURSDAY, DECEMBER 26

MOTHER'S DAY -
MEMORIAL DAY -
INDEPENDENCE DAY -
LABOR DAY -

COLUMBUS DAY -

l’ligg{;@%

ON TYPICAL WEEKDAYS, TRAVEL LANES SHALL REMAIN OPEN FROM 6:00 AM TO 9:00 AM AND
FROM 3:00 PM TO 6:00 PM, UNLESS OTHERWISE SPECIFIED.

GENERAL NOTES FOR EROSION PREVENTION AND SEDIMENT CONTROL

1.

-

THE CONTRACTOR WILL BE REQUIRED TO PERFORM ALL CONSTRUCTION OPERATIONS IN A MANNER

SO AS TO MINIMIZE SOIL EROSION AND ENSURE SEDIMENT CONTROL. EROSION CONTROL MEASURES

ARE ITEMS WHICH MINIMIZE THE EROSION OF SOIL. SEDIMENT CONTROL MEASURES ARE ITEMS WHICH
KEEP SEDIMENT FROM LEAVING THE PROJECT SITE. EFFECTIVE SOIL EROSION AND SEDIMENT CONTROL
CAN BE ACCOMPLISHED BY LIMITING THE AREA OF UNPROTECTED SOIL. PROTECTED IS DEFINED AS HAVING
TEMPORARY OR PERMANENT SOIL EROSION AND SEDIMENT CONTROL MEASURES IN PLACE. PERIMETER
SEDIMENT CONTROL MEASURES ALONE ARE NOT CONSIDERED ADEQUATE PROTECTION.

. TEMPORARY SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED AS PER DETAILS

AND SPECIFICATIONS. THE COST OF MAINTAINING AND REMOVING TEMPORARY SOIL EROSION AND

SEDIMENT CONTROL MEASURES SHALL BE INCLUDED IN THE BID PRICE OF THE ITEM USED. ALL TEMPORARY
SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSPECTED BY THE CONTRACTOR AT A MINIMUM
ONCE EVERY SEVEN (7) CALENDAR DAYS AND AFTER EACH RAINFALL OF ONE-HALF INCH OR MORE IN A

24 HOUR PERIOD.

. PERIMETER SEDIMENT CONTROL MEASURES AND VEGETATION PROTECTION FENCE SHALL BE PLACED PRIOR

TO STARTING CLEARING AND GRUBBING OPERATIONS. THESE MEASURES SHALL REMAIN IN PLACE UNTIL ALL
DISTURBED AREAS ARE PERMANENTLY PROTECTED WITH EROSION CONTROL MEASURES.

. TEMPORARY STOCKPILES OF SOIL SHALL BE PROTECTED AS PER THE SOIL EROSION AND SEDIMENT CONTROL PLAN

AND DETAILS. AT A MINIMUM TEMPORARY STOCKPILES SHALL BE RINGED WITH SILT FENCE OR TEMPORARY FIBER-
ROLLS. STOCKPILES AND AREA OF STOCKPILES LEFT INACTIVE FOR LONGER THAN 14 DAYS SHALL HAVE TEMPORARY
MULCH, OR TEMPORARY SEED AND MULCH APPLIED, OR BE COVERED IN A MANNER THAT WILL PREVENT EROSION.
ANY MEASURES USED TO COVER STOCKPILES SHALL BE SECURED TO MAINTAIN THEIR EFFECTIVENESS.

. ANY ADDITIONAL SOIL EROSION AND SEDIMENT CONTROL MEASURES USED TO SUPPLEMENT THE PLANS SHALL

BE PREPARED IN ACCORDANCE WITH THE TECHNICAL REQUIREMENTS CONTAINED IN THE “NEW YORK GUIDELINES
FOR URBAN EROSION AND SEDIMENT CONTROL", LATEST EDITION. ADDITIONAL SOIL EROSION AND SEDIMENT
CONTROL MEASURES MAY BE REQUIRED AS PER SECTION 107-12 OF THE STANDARD SPECIFICATIONS.

. THE CONTRACTOR SHALL COMPLY WITH THE PROVISIONS OF ALL ENVIRONMENTAL PERMITS ISSUED FOR THIS

PROJECT. THESE PLANS REFLECT THE PROVISIONS AND REQUIREMENTS OF SAID PERMIT(S). PERMIT(S) WILL BE
AVAILABLE FROM THE ENGINEER-IN-CHARGE (E.L.C.) PRIOR TO THE START OF CONSTRUCTION.

. ALL NECESSARY PRECAUTIONS SHALL BE TAKEN TO PREVENT DIRECT OR INDIRECT CONTAMINATION OF ALL

WATER BODIES (INCLUDING WETLANDS) BY SILT, SEDIMENT, FUELS, SOLVENTS, LUBRICANTS, EPDXY COATINGS,
CONCRETE LEACHATE, SLURRY OR ANY OTHER POLLUTANT ASSOCIATED WITH CONSTRUCTION AND CONSTRUCTION
PROCEDURES. DURING CONSTRUCTION, NO WET OR FRESH CONCRETE OR LEACHATE OR SLURRY SHALL BE ALLOWED
TO ESCAPE DIRECTLY OR INDIRECTLY INTO ANY WATER BODIES (INCLUDING WETLANDS), NOR SHALL WASHINGS FROM
CONCRETE TRUCKS, MIXERS, OR OTHER DEVICES BE ALLOWED TO ESCAPE DIRECTLY OR INDIRECTLY INTO ANY WATER
BODIES (INCLUDING WETLANDS).

. ANY DEBRIS OR EXCESS MATERIALS FROM CONSTRUCTION OF THIS PROJECT SHALL BE IMMEDIATELY AND COMPLETELY

REMOVED FROM THE STREAM BED AND WITHIN 50° OF THE WATERS EDGE OF ALL WATER BODIES (INCLUDING WETLANDS)
AND SHALL BE DISPOSED OF AWAY FROM WETLANDS, WATER COURSES, OR OTHER BODIES OF WATER.

. TEMPORARY CHECK DAMS SHALL BE INSTALLED IMMEDIATELY FOLLOWING DITCH EXCAVATING OPERATIONS. TEMPORARY

CHECK DAMS SHALL REMAIN IN PLACE UNTIL NEW SLOPES AND DITCHES HAVE BEEN PERMANENTLY PROTECTED WITH EROSION
CONTROL MEASURES. PERMANENT CHECK DAMS, AS SPECIFIED IN THE PLANS, SHALL BE INSTALLED ONLY AFTER NEW SLOPES
HAVE BEEN PERMANENTLY PROTECTED WITH EROSION CONTROL MEASURES.

10. ANY PROPOSED CHANGES TO THE EROSION AND WATER POLLUTION CONTROL MEASURES SHALL BE

11.

APPROVED BY THE ENGINEER PRIOR TO BEING IMPLEMENTED.

THE CONTRACTOR IS ADVISED THAT THE LOCATIONS OF THE TEMPORARY DEVICES ARE APPROXIMATE. THE
géggg [SJ}ESIIICIET LOCATIONS TO ACCOMMODATE THE PROPOSED WORK SHALL BE THE CONTRACTOR'S
NSIBILITY.

. THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT THROUGHOUT THE DURATION OF THE

CONTRACT, IT WILL BE THE CONTRACTOR'S RESPONSIBILITY TO CAPTURE ALL WATER BORNE SEDIMENT OR
POLLUTANTS ORIGINATING FROM ANY WORK BEING DONE ON OR IN SUPPORT OF THIS PROJECT.

NO.|DATE| BY |REVISION

Bartop .
&Joguidice

UNAUTHORIZED ALTERATION OR ADDITION TO THIS
DRAWING IS A VIOLATION OF THE NEW YORK STATE

EDUCATION LAW ARTICLE 145 SECTION 7209

KINGSTON RAIL TRAIL
CITY OF KINGSTON, TOWNS OF
HURLEY AND ULSTER
ULSTER COUNTY
P.I.N. 8758.04

GENERAL
NOTES - 1

SCALE: NONE

DATE ISSUED: 12/2018

DRAWING
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13.

20.

GENERAL NOTES FOR EROSION PREVENTION AND SEDIMENT CONTROL (CONT.)

THE POLLUTION CONTROL NOTES AND DETAILS SHOWN IN THESE DRAWINGS ARE NOT INTENDED TO BE
ALL INCLUSIVE BUT TO SERVE AS A GUIDELINE FOR THE DEVELOPMENT OF THE CONTRACTOR'S EROSION
CONTROL SCHEME REQUIRED UNDER THE RESPECTIVE ITEMS OF THE CONTRACT.

THE CONTRACTOR SHALL INSPECT THE SOIL EROSION PREVENTION AND SEDIMENT CONTROL MEASURES ON
A WEEKLY BASIS OR A.0.B.E. REPAIRS SHALL BE MADE BY THE CONTRACTOR AS NEEDED WITHIN 3
CALENDAR DAYS, AND SEDIMENT SHALL BE REMOVED BY THE CONTRACTOR WHEN THE STORAGE VOLUME
OF AN EROSION CONTROL MEASURE IS APPROACHING ONE-HALF OF ITS INTENDED CAPACITY OR A.0.B.E.
FAILURE TO COMPLY WITH THIS PROVISION IS BASIS TO SHUT DOWN THE PROJECT, AT NO EXPENSE TO
THE OWNER.

IMMEDIATELY UPON COMPLETION OF EXCAVATION OR EMBANKMENT, THE CONTRACTOR SHALL PLACE
TEMPORARY FIBER ROLLS, ITEM 209.20120010, IN ALL ROADWAY AND OUTLET DITCHES A.0.B.E. OR AS
SHOWN TO PREVENT MIGRATION OF SEDIMENT.

DURING CONSTRUCTION, NO WET OR FRESH CONCRETE OR LEACHATE SHALL BE ALLOWED TO ESCAPE INTQ THE
WATERS OF THE UNITED STATES, NOR SHALL WASHING FROM CONCRETE TRUCKS, MIXERS OR OTHER DEVICES
BE ALLOWED TO ENTER ANY WETLANDS OR WATERS.

THE PROPOSED WORK WILL REQUIRE THAT THE TEMPORARY EROSION PREVENTION AND SEDIMENT
CONTROLS BE PLACED OVER THE COURSE OF THE PROJECT AS WORK PROGRESSES. NO WORK SHALL BE
PERFORMED WITHOUT THE APPROPRIATE CONTROLS ON SITE.

. THE SYMBOLS SHOWN ON THE CONSTRUCTION PLAN SHEETS REPRESENT THE EROSION CONTROL ITEMS TO BE

USED IN CONJUNCTION WITH THE PROPOSED WORK. THE INSTALLATION METHODS, INCLUDING APPLICABLE
PLACEMENT INTERVALS, ARE AS SHOWN ON THE PLANS AND DETAILS IN THE CONTRACT DOCUMENTS.

. ALL DISTURBED AREAS WILL BE STABILIZED IN ACCORDANCE WITH THE PLANS AND DETAILS IN THE CONTRACT

DOCUMENTS.

FIBER LOGS ARE USED TO CAPTURE SEDIMENT DEPOSITS THAT BREAK FREE FROM THE PRIMARY EROSION CONTROLS.
INTERIOR MATERIAL FOR FIBER LOGS SHALL BE 100% STRAW.

EROSION & SEDIMENT CONTROL PROJECT STAGING AREA

. THE CONTRACTOR WILL BE REQUIRED TO PERFORM ALL CONSTRUCTION OPERATIONS IN A MANNER THAT MINIMIZES

SOIL EROSION AND PREVENTS SEDIMENTATION ON LANDS ADJACENT TO OR AFFECTED BY THE WORK, AND TAKE
MEASURES TO MAINTAIN WATER QUALITY OF RECEIVING WATER BODIES (INCLUDING WETLANDS).

. THE AREA OF DISTURBANCE SHALL BE LIMITED TO AN AREA NO GREATER THAN FIVE ACRES AT ANY ONE TIME.
. IF THE PROPOSED WORK WILL RESULT IN GREATER THAN FIVE ACRES OF DISTURBANCE AT ONE TIME, THE CONTRACTOR

WILL NOT BE ALLOWED TO DISTURB A NEW SECTION OF THE PROJECT UNTIL ALL DISTURBED AREAS ASSOCIATED WITH
THE CURRENT SECTION HAVE BEEN STABILIZED, UNLESS OTHERWISE APPROVED BY THE ENGINEER-IN-CHARGE. THE
ENGINEER-IN-CHARGE IN CONSULTATION WITH THE REGIONAL CONSTRUCTION ENVIRONMENTAL COORDINATOR SHALL
DETERMINE WHEN STABILIZATION HAS BEEN ACHEIVED.

. ALTERATIONS TO THE CONTRACT PLANS AND CONSTRUCTION SEQUENCING THAT WOULD RESULT IN GREATER THAN

FIVE ACRES OF DISTURBANCE AT ON TIME WILL REQUIRE NOTIFICATION TO NYSDEC AND AMENDMENT OF THE PROJECT
SWPPP, [F THE CONTRACT PLANS AND CONSTRUCTION SEQUENCING IS ALTERED, NOTIFICATION TO NYSDEC MUST OCCUR
14 CALENDAR DAYS PRIOR TO COMMENCING WORK. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING THE
NECESSARY INFORMATION THAT AMENDS THE SWPPP, THE DEPARTMENT [S RESPONSIBLE FOR NOTIFYING NYSDEC.

. "DISTURBED" IS DEFINED AS WORK THAT RESULTS IN SOIL EXPOSURE.
. “STABILIZED" IS DEFINED AS HAVING TEMPORARY OR PERMANENT EROSION AND SEDIMENT CONTROL MEASURES IN PLACE,

INCLUDING, BUT NOT LIMITED T0, EROSION CONTROL MEASURES THAT COVER EXPOSED SOIL TO MINIMIZE THE SOIL FROM
ERODING. PERIMETER SEDIMENT CONTROL MEASURES ALONE ARE NOT CONSIDERED ADEQUATE STABILIZATION.

. PRIOR TO BEGINNING ANY DISTURBANCE ACTIVITIES ON A "SECTION" OF THE PROJECT, THE CONTRACTOR SHALL SUBMIT

A PLAN SHOWING THE LIMITS OF DISTURBANCE, INCLUDING THE AMOUNT OF AREA TO BE DISTURBED, AN EROSION AND
SEDIMENT CONTROL PLAN THAT SUPPLEMENTS THE CONTRACT'S EROSION AND SEDIMENT CONTROL PLAN, AND A PROGRESS
SCHEDULE FOR THE ACCOMPLISHMENT OF TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL WORK FOR REVIEW
AND APPROVAL BY THE ENGINEER-IN-CHARGE. THE CONTRACTOR'S EROSION AND SEDIMENT CONTROL PLAN SHALL INCLUDE
MEASURES THAT MINIMIZE EROSION AND CONTROL SEDIMENT FROM DISTURBED AREAS, INCLUDING, BUT NOT LIMITED TO,
EROSION AND SEDIMENT CONTROL FOR STORAGE AND STAGING AREAS, HAUL ROADS AND CONSTRUCTION ENTRANCES,

BORROW AREAS, AND DISPOSAL AREAS WITHIN THE RIGHT-OF-WAY, THE CONTRACTOR'S EROSION AND SEDIMENT CONTROL
PLAN SHALL BE PREPARED IN ACCORDANCE WITH DEPARTMENT SPECIFICATIONS AND THE GUIDANCE CONTAINED IN THE "NEW
YORK STATE STANDARDS AND SPECIFICATIONS FOR EROSION AND SEDIMENT CONTROL", LATEST EDITION.

PREPARED BY: BARTON & LOGUIDICE, D.P.C.
ON:

ROLLED EROSION CONTROL PRODUCT NOTES

1.

2

THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE ADDED REQUIREMENTS AND STIPULATIONS OF THIS

ITEM. THE PRICE PER SQUARE YARD OF ROLLED EROSION CONTROL PRODUCT MULCH (RECP MULCH) INCLUDES

ALL COST ASSOCIATED WITH BEING ABLE TO PROVIDE A QUALITY RECP MULCH COVER, SPREAD IN A UNIFORM
LAYER TO PROTECT THE EXISTING SOIL LAYER. RECP SHALL BE ANCHORED WITH 1007 BIODEGRADABLE STAKES.

IN ACCORDANCE WITH SECTION 209-3.04, THE CONTRACTOR SHALL HAVE THE CAPABILITY TO INSTALL RECP

ON ANY DISTURBED AREAS ON ANY GIVEN DAY (E.G. THOSE AREAS WHERE EARTHWORK OPERATIONS ARE
ONGOING, ETC.), THE ENGINEER IN CHARGE SHALL DIRECT THE CONTRACTOR TO LIMIT THE AREA OF CLEARING
AND GRUBBING, EXCAVATION, BORROW, AND EMBANKMENT OPERATIONS IN PROGRESS, COMMENSURATE WITH

THEIR CAPABILITY AND PROGRESS IN KEEPING THE FINISH GRADING, MULCHING, SEEDING AND OTHER TEMPORARY
AND/OR PERMANENT CONTROL MEASURES CURRENT IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS.

. UNDER NO CONDITION, SHALL ANY AREA OF UNPROTECTED ERODIBLE EARTH MATERIAL EXPOSED BY CLEARING

AND GRUBBING, EXCAVATION, BORROW, OR FILL BE LEFT IN AN UNPROTECTED CONDITION. ANY PORTION OF AN

AREA ON WHICH CLEARING AND GRUBBING, EXCAVATION, BORROW, OR FILL HAD PERMANENTLY CEASED SHALL BE
STABILIZED, BY EITHER TEMPORARY OR PERMANENT MEANS. THE CONTRACTOR WILL ALSO BE AWARE OF IMPENDING
WEATHER CONDITIONS AND THE NEED TO APPLY AND/OR RE-APPLY RECP MULCH ON AREAS THAT WORK IS PROGRESSING
IN ORDER TO MEET THE REQUIREMENTS OF SECTION 209.

. THE CONTRACTOR MUST CONTINUALLY BE PREPARED TO REPAIR AND REINSTALL RECP IN DISTURBED SOIL AREAS TO

PROVIDE NECESSARY COVERAGE TO LOCATIONS THAT HAVE BEEN DAMAGED BY STORMS OR EQUIPMENT. SHOULD THE
ENGINEER DETERMINE THAT AT ANY TIME THE RECP HAS NOT STABILIZED THE PROJECT AREA, THE CONTRACTOR SHALL
BE RESPONSIBLE FOR RE-ESTABLISHING THE RECP AND ALL ADDITIONAL WORK NECESSARY TO CORRECT THE PROBLEM
SHALL BE AT THE CONTRACTOR'S EXPENSE. THIS WORK WILL BE REQUIRED FOR ALL AREAS ASSOCIATED WITH THE
PROJECT AND WITHIN THE PROJECT LIMITS. THE CONTRACTOR WILL BE RESPONSIBLE TO MAINTAIN THE SAME STANDARDS
FOR_ALL OFF SITE AREAS ASSOCIATED WITH THE PROJECT. THE COST OF THAT WORK SHALL BE DONE AT THE
CONTRACTOR'S EXPENSE.

. RECP IS THE PRIMARY EROSION PREVENTION METHOD TO BE USED, AND WAS INCLUDED IN THE PROJECT TO SATISFY THE

REQUIREMENTS IN THE STANDARD SPECIFICATIONS, LAWS, REGULATIONS AND/OR OTHER PERMIT CONDITIONS NEEDED T0
COMPLETE THE WORK PROPOSED IN THIS PROJECT. THIS TYPE OF MULCHING PLAYS A MAJOR ROLE IN MAINTAINING THE
WATER QUALITY OF WATER BODIES AND WETLANDS.

. THE CONTRACTOR'S ATTENTION SHALL BE DIRECTED TO THE SWPPP, AS IT WILL BE STRICTLY ADHERED TO DURING THE

DURATION OF THE PROJECT. THE CONTRACTOR SHALL DESIGNATE TO THE ENGINEER AN EROSION AND SEDIMENT CONTROL
SUPERVISOR WITH ADEQUATE TRAINING, EXPERIENCE, AND AUTHORITY TO IMPLEMENT AND MAINTAIN ALL EROSION AND
SEDIMENT CONTROL MEASURES, AS PER THE REQUIREMENTS OF THE SWPPP AND ALL ASSOCIATED FEDERAL AND STATE
LAWS AND REGULATIONS. THIS INDIVIDUAL WILL BE RESPONSIBLE FOR MONITORING IMPENDING WEATHER CONDITIONS
THAT MAY HAVE AN AFFECT ON DAILY CONSTRUCTION OPERATIONS AND THE NEED TO PROVIDE THE REQUIRED EROSION
AND SEDIMENT CONTROLS.

RIGHT OF WAY NOTES

1.

2.

. THE CONTRACTOR WILL BE HELD LIABLE FOR ANY DAMAGES DONE.

ALL WORK TO BE PERFORMED UNDER THIS CONTRACT WILL BE WITHIN THE PUBLIC RIGHT-OF -WAY (ROW) IN ACCORDANCE
WITH SECTION 105-15 OF THE STANDARD SPECIFICATIONS. THE CONTRACTOR IS TO ASSURE HIMSELF THAT ALL WORK IS
BEING PERFORMED WITHIN THE ROW, INCLUDING BUT NOT LIMITED TO VEHICLE ACCESS; STORAGE OF EQUIPMENT,
MATERIALS, DEBRIS AND WASTE; LANDSCAPING; VEGETATION REMOVAL AND MANAGEMENT; GRADING, SEEDING AND THE
INSTALLATION OF TURF; AND THE INSTALLATION OF ANY FENCES OR PROTECTIVE BARRIER.

IF THE CONTRACTOR IS UNABLE TO IDENTIFY THE LIMITS OF THE RIGHTS-OF -WAY WHEN THE CONTRACT CALLS FOR WORK

IN THOSE VICINITIES, THE CONTRACTOR MUST CONTACT THE PROJECT ENGINEER FOR DEFINITIVE BOUNDARY DETERMINATIONS

BEFORE ANY WORK MAY BE INITIATED AT THOSE LOCATIONS (STANDARD SPECIFICATIONS SECTIONS 105-10 AND 625).

. IN ACCORDANCE WITH SECTION 107-13 OF THE STANDARD SPECIFICATIONS, RELEASES FOR ANY NON-ESSENTIAL CONTRACT

WORK QUTSIDE OF THE EXISTING RIGHTS-OF -WAY, INCLUDING PLANTINGS, LANDSCAPING OR DRIVEWAY ENHANCEMENT, WILL
BE PROVIDED BY THE PROJECT ENGINEER AND IN NO INSTANCE ARE TO BE SECURED BY THE CONTRACTOR.
SHALL NOT INVADE UPON PRIVATE PROPERTIES, LANDS OR BUILDINGS OUTSIDE OF THE RIGHTS-OF-WAY FOR ANY REASON

WITHOUT FIRST SECURING WRITTEN PERMISSION FROM THE PROPERTY OWNER (STANDARD SPECIFICATIONS SECTIONS 105-15,

107-13)

REPAIRED OR ITEMS PLACED AT THE CONTRACTOR'S EXPENSE (STANDARD SPECIFICATIONS SECTION 107-08 AND 107-13)

MAINTENANCE OF SLOPE PROTECTION NOTES

1. MAINTENANCE OF MULCHED AREAS OR STABILIZED SOIL SHALL INCLUDE REINSTALLING IN
AREAS WHERE THE SOIL BECOMES EXPOSED TO VIEW. ANY AREAS THAT BECOME
SETTLED OR GULLIED DURING THE INSTALLATION PROCESS SHALL BE REPAIRED
WITHIN (3) DAYS OR PRIOR TO THE ONSET OF INCLEMENT WEATHER, WHICH EVER IS LESS.

2. MAINTENANCE OF TEMPORARY SEEDED AREAS SHALL INCLUDE RE-SEEDING AS
NEEDED (OR AOBE) TO ESTABLISH A SATISFACTORY STAND OF TURF. THE COST OF
RESEEDING SHALL BE AT THE CONTRACTORS EXPENSE.

3. ALL TEMPORARY TREATMENT SHALL BE MAINTAINED THROUGHOUT THE LIFE OF THE
EROSION CONTROL MEASURE.

4, ALL SEED MUST BE PRE-APPROVED BY THE ENGINEER PRIOR TO SEEDING OPERATIONS.
5. ALL SLOPES SHALL BE BROUGHT TO FINISHED GRADE AND TRIMMED AS SOON AS POSSIBLE.

6. PERMANENT EROSION CONTROL MEASURES OF SEEDING AND MULCHING (SEED ONLY
WITHIN SEEDING DATES) SHALL BE CARRIED OUT ONCE THE SLOPES HAVE REACHED
FINAL GRADE. TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES AS SHOWN
IN THE TEMPORARY SLOPE TREATMENT TABLE SHALL BE EMPLOYED AS INDICATED.

7. FOR_ADDITIONAL TEMPORARY AND PERMANENT EROSION CONTROL INFORMATION,
REFER TO THE EROSION CONTROL PLANS AND SUPPLEMENTAL LANDSCAPE
DEVELOPMENT SPECIFICATIONS.

VEGETATION GROWTH AND CARE
1. THE CONTRACTOR SHALL INSTALL GRASS SEED IN ACCORDANCE WITH ITEM 610.1601.
THE CONTRACTOR SHALL USE TYPE B: RESTORATION / HIGH-TRAFFIC SEED MIX.

2. THE GRASS SHALL BE MAINTAINED WITH ITEM 610.19 - WATERING VEGETATION,
ITEM 610.21 - MOWING, AND ITEM 610.13 - WEED REMOVAL.

3, AREAS BEHIND WOOD GUIDE RAILING AND SLOPES GREATER THAN 1:3 DO NOT
NEED TO BE MOWED.

4, FOR ADDITIONAL INFORMATION CONCERNING INSTALLATION LOCATIONS, SEE
TYPICAL SECTIONS ON DWG. TS-I.

THE CONTRACTOR

ENDANGERED SPECIES NOTES

1. THE AREA BENEATH THE DRIP LINE OF ALL TREES WITH A TRUNK DIAMETER OF 3 INCHES
OR GREATER LOCATED OUTSIDE OF THE PROJECT CLEARING LIMITS OR IN PROXIMITY TO
STAGING AND STOCKPILING AREAS SHALL NOT BE DISTURBED. DISTURBANCE INCLUDES
REMOVING TREES, STOCKPILING MATERIAL, STORING EQUIPMENT, OR DRIVING AND PARKING
VEHICLES BENEATH THE DRIP LINE OF TREES. ADDITIONAL TREES REQUIRING PROTECTION MAY
BE DESIGNATED BY THE ENGINEER-IN-CHARGE (EIC), THE CONTRACTOR SHALL SUBMIT A PLAN
TO THE EIC FOR APPROVAL SHOWING THE PROPOSED STAGING, STORAGE AND STOCKPILE AREAS
FOR EACH SITE PRIOR TO PLACEMENT OF ANY EQUIPMENT OR MATERIALS AT THE SUBJECT AREA.

REMOVAL OF TREES WITH A TRUNK DIAMETER OF 3 INCHES OR GREATER IS PROHIBITED, UNLESS
COORDINATED AND APPROVED BY THE ENGINEER-IN-CHARGE.

3. IN ORDER TO PREVENT ANY DIRECT TAKINGS OF INDIANA BAT (MYOTIS SODALIS), A FEDERAL AND
STATE LISTED ENDANGERED SPECIES AND NORTHERN LONG-EARED BAT (MYOTIS SEPTENTRIONALIS),
A FEDERAL AND STATE LISTED THREATENED SPECIES, THE CONTRACTOR'S ATTENTION IS HEREBY
DIRECTED TO THE FACT THAT TREE CUTTING SHALL ONLY BE PERFORMED FROM NOVEMBER 1 THROUGH
MARCH 31. TIME OF YEAR TREE CUTTING RESTRICTIONS APPLY TO TREES THAT ARE 3 INCHES OR GREATER
DIAMETER AT BREAST HEIGHT (DBH),

2

STREAM PROTECTION NOTES:

1. DURING THE COURSE OF CONSTRUCTION, THE CONTRACTOR SHALL CONDUCT ITS OPERATIONS
IN SUCH A MANNER TO PREVENT ANY DAMAGE TO ANY WATERBODY, INCLUDING WETLANDS,
FROM DIRECT OR INDIRECT POLLUTION BY DEBRIS, SEDIMENTATION OR OTHER FOREIGN MATERIAL,
OR FROM THE MANIPULATION OF EQUIPMENT AND/OR MATERIALS IN OR NEAR SUCH WATERBODIES.
NO WATER SHALL BE RETURNED DIRECTLY TO THE WATERBODY WHICH HAS BEEN USED FOR WASH
PURPOSES OR OTHER SIMILAR OPERATIONS, WHICH CAUSE THIS WATER TO BE CONTAMINATED WITH
SAND, SILT, CEMENT, OIL, OR OTHER IMPURITIES. IF THE CONTRACTOR USES THE WATER FROM ANY
WATERBODY, THEY SHALL CONSTRUCT AN INTAKE OR TEMPORARY DAM AS REQUIRED TO PROTECT
AND MAINTAIN WATER RIGHTS AND TO SUSTAIN AQUATIC LIFE DOWNSTREAM. THESE TEMPORARY
MEASURES SHALL BE REMOVED AND THE AREA RESTORED AT THE COMPLETION
OF THE WORK.

2. DURING CONSTRUCTION OPERATIONS, THE CONTRACTOR SHALL NOT BE ALLOWED TO DROP WASTE
CONRETE, DEBRIS, AND OTHER MATERIAL INTO THE WATERBODY. PLATFORMS, NETS, SCREENS, OR
OTHER PROTECTIVE DEVICES SHALL BE USED TO CATCH THE MATERIAL. IF THE ENGINEER-IN-CHARGE
DETERMINES THAT ADEQUATE PROTECTIVE DEVICES ARE NOT BEING EMPLOYED, THE WORK SHALL
BE SUSPENDED UNTIL ADEQUATE PROTECTION IS PROVIDED.

3. PRIOR TO STARTING ANY WORK IN THE STREAM BED OR WITHIN 50° OF THE WATERS EDGE, INCLUDING
CONSTRUCTION ACCESS, WATER DIVERSION, AND HABITAT RESTORATION, THE CONTRACTOR SHALL
COORDINATE WITH THE ENGINEER-IN-CHARGE (EIC). THE EIC SHALL CONSULT WITH THE REGIONAL
CONSTRUCTION ENVIRONMENTAL COORDINATOR AND THE NEW YORK STATE DEPARTMENT OF
ENVIRONMENTAL CONSERVATION REGION 3 HABITAT PROTECTION MANAGER.

ANY SUCH INJURIES OR DAMAGES SHALL BE SATISFACTORILY

NO.|DATE| BY |REVISION
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